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Procell constant power is a new battery 
range specifically engineered to consistent 
performance while lasting longer in low-
drain professional devices.*

Low-drain devices typically use low levels 
of energy over a long period of time. They 
may have fewer energy intensive functions 
and are idle most of the time.

Due to their slow and steady current 
need they require batteries with high cell 
capacity and more active material so that 
they can stay on for long periods of time.

*vs prior Procell AA, AAA, C, D and 9V batteries

PROCELL INTENSE POWER

Procell intense power is a new battery 
range engineered to deliver precise pulses 
of energy while lasting longer in high-drain 
professional devices.*

High-drain devices require high amounts 
of current over short periods of time, 
frequently.

They often operate motors, pumps and 
other mechanisms that create motion and 
might come with other energy intensive 
functions.

PROCELL CONSTANT POWER



SPECIFICATIONS

   DMS technologies reserves the right to alter product specifications without prior notice.

•	 Blood pressure monitor
•	 Paper towel dispenser
•	 Electronic door lock
•	 Thermometer
•	 Wall safe
•	 Headlamp
•	 Camera flash
•	 Infusion pump
•	 Digital camera
•	 Surgical stapler
•	 Automatic tap
•	 Automatic air freshener
•	 Medical cautery devices
•	 Wireless video doorbell

FOR HIGH DRAIN DEVICES

•	 Motion sensor
•	 Wireless keyboard
•	 Security keypad
•	 Remote control
•	 Flushometer
•	 Laser level
•	 Timer
•	 Alarm clock
•	 Insulin pump
•	 Weighing scale
•	 Wireless mouse
•	 Digital thermostat
•	 Heart rate/Activity monitor
•	 Smoke/Carbon monoxide detector

FOR LOW DRAIN DEVICES

PRODUCT CHEMISTRY PART NUMBER VOLTAGE

AA Constant Alkaline-Manganese Dioxide 7180-0007 1.5 V

AAA Constant Alkaline-Manganese Dioxide 7180-0008 1.5 V

C Constant Alkaline-Manganese Dioxide 7180-0009 1.5 V

D Constant Alkaline-Manganese Dioxide 7180-0010 1.5 V

9V Constant Alkaline-Manganese Dioxide 7180-0011 9 V

AA Intense Alkaline-Manganese Dioxide 7180-0012 1.5 V

AAA Intense Alkaline-Manganese Dioxide 7180-0013 1.5 V

C Intense Alkaline-Manganese Dioxide 7180-0014 1.5 V

D Intense Alkaline-Manganese Dioxide 7180-0015 1.5 V

9V Intense Alkaline-Manganese Dioxide 7180-0016 9 V

CR123A Intense Lithium/Manganese Dioxide 7180-0020 3.2 - 3.3 V

CR2 Intense Lithium/Manganese Dioxide 7180-0021 3.2 - 3.3 V


